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NEUTRAL

120/240V / 3W TYPICAL

CONNECTIONS BY CUSTOMER

(100A - 200A)
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CONDUIT

SIZE PSI

SWITCH

SIZE AMP

100 2 100

A.  DEADEND CLAMP FOR MAST TO BE PROVIDED BY CUSTOMER.

B.  NEOPRENE SEAL TYPE FLASHING TO BE PROVIDED & INSTALLED 

C.  CONNECTION TO SERVICE LINE BY I. P. & L.

D.  CUSTOMER TO PROVIDE, INSTALL & OWN CONDUIT SERVICE MAST WITH ENTRANCE HEAD & CONDUCTOR IN RISERS. 

IF MAST EXTENDS ABOVE EAVE OF THE BUILDING, THE SERVICE WILL BE ATTACHED TO THE MAST WHICH SHALL 

BE CONTINUOUS 2" GALV. RIGID STEEL CONDUIT EFFECTIVELY BONDED, WRENCH TIGHT, TO THE THREADED
ENCLOSURE HUB. THE HEIGHT OF ATTACHMENT MUST PROVIDE THE CLEARANCE TO GROUND OR TO THE  

ROOF LINE AS CALLED FOR IN THE NATIONAL ELECTRICAL CODE.

E.  CUSTOMER SHALL INSTALL METER ENCLOSURE & HUB PROVIDED BY I.P. & L. 

F.  DIMENSION 'F' IS GENERALLY 5'-6" EXCEPT OVER WALKS OR DRIVEWAYS, ETC., WHERE SPECIAL REQUIREMENTS
ARE DESIRED BY I.P. & L. SERVICE INSPECTOR.

G.  DIMENSION 'G' IS 10' OR MORE, AS CALLED FOR IN ART. 230-24 & 230-26, NATIONAL ELECTRICAL CODE. (NFPA)

1) CONTACT THE UTILITY ENGINEERING DIVISION FOR INFORMATION ON RESIDENTIAL SERVICES OVER
200 AMP. AND SERVICE TO MULTI-FAMILY DWELLINGS.

NOTE:  CUSTOMER INSTALLATION TO BE INSPECTED BY CITY INSPECTION  

DIVISION BEFORE CONNECTION BY I.P.& L.

BY CUSTOMER

H.  ALL SCREWS TO BE SLOTTED OR PHILLIPS HEAD SHEET METAL TYPE.

RIGID STEEL, EMT, IMC, OR SCHED. 80 PVC MAY BE USED. 

1) FOR INSTALLATIONS WHERE MAST DOES NOT EXTEND ABOVE THE EAVE, GALV.

200 2 100

2) METER LOCATIONS SHALL BE DETERMINED AND MARKED BY IP & L.
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OVERHEAD RESIDENTIAL SERVICE

200 AMP - 400 AMP
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